Payette River Basin SWSI Adequate Water Supply Not Available or Known

# of
Station ID Station Name Period Data Type Years Years
13247500 Payette R nr Horseshoe Bend Jul-Sep strm 1981-2015 35 Units KAF
13244500 Cascade Reservoir 30-Jun resv 1981-2015 35 Units KAF
13236000 Deadwood Reservoir 30-Jun resv 1981-2015 35 Units KAF
ENSO Classification
SE Strong El Nino - EN Mild El Nino - N Neutral - LN Mild La Nina - SL Strong La Nina
Streamflow + Non-
Stream Flow Reservoir Reservoir Exceedance
Rank Year Enso Jul-Sep 30-Jun Sum Probability SWSI
1 1982 N 698 881 1579 97% 3.9
2 1983 SE 616 844 1461 94% 3.7
3 2011 SL 581 823 1404 92% 3.5
4 1984 N 518 829 1347 89% 3.2
5 1997 N 463 864 1327 86% 3.0
6 1995 SE 451 871 1322 83% 2.8
7 1996 N 420 871 1291 81% 2.5
8 1999 SL 402 866 1268 78% 2.3
9 1998 SE 389 872 1261 75% 2.1
10 1993 EN 384 865 1249 72% 19
11 1986 N 355 857 1212 69% 1.6
12 2008 N 324 843 1167 67% 14
13 1981 N 294 855 1150 64% 1.2
14 1985 N 299 843 1142 61% 0.9
15 2004 N 300 834 1134 58% 0.7
16 1990 N 267 861 1128 56% 0.5
17 2006 N 282 839 1120 53% 0.2
18 1989 SL 273 844 1118 50% 0.0
19 2010 EN 295 820 1115 47% -0.2
20 2003 EN 268 839 1107 44% -0.5
21 2012 LN 274 832 1106 42% -0.7
22 2009 N 291 781 1071 39% -0.9
23 2000 N 233 834 1067 36% -1.2
24 2002 N 242 824 1066 33% -1.4
25 1991 N 228 834 1061 31% -1.6
26 2005 EN 233 818 1052 28% -1.9
2016 Streamflow Forecast SE 225 795 1020 26% -2.0
27 2014 N 213 803 1016 25% -2.1
28 2007 EN 207 796 1003 22% -2.3
29 2013 N 168 793 961 19% -2.5
30 1988 SE 172 716 888 17% -2.8
31 1994 SE 156 727 883 14% -3.0
32 1987 N 153 721 874 11% -3.2
33 2015 EN 117 751 868 8% -3.5
34 1992 EN 144 646 789 6% -3.7

35 2001 LN 147 592 739 3% -3.9



